
GE Security Planner for Windows 3.1.4.126 Page 1 

http://supportcentral.ge.com/caseforms/sup_myforms.asp?form_doc_id=37530385 

 

  

TechNote 

 

Product Planner for Windows 

Version 3.1.4.126 Beta release 

Date  13 April 2010 

 

Title  Version Release 

 

Planner for Windows Version 3.00 is released. Installation of V3.00 Beta release is 

provided on a single CD-ROM disk. 

 

Version 3.1.4.126 replaces version 3.1.3.119 

 

 
This version of Planner coincides with the release of V3.11 of the ZP3 panel. 

 

List of changes from last version: 

• Fix Network message. 

• Fix NCA 9692 - printer problem for event archive... disable AutoSize for "Line 

Addr" field 

• Fix 3.1.4.121exc8 -> Network.db for P719 v1.10 

• Fix 3.1.4.123exc15 -> Panel no change 

• Change Standards EN54-1997 to EN54-2006 

• Change default Inter comms timeout from 7 to 67 

• Fix 3.11 exeptions... fascia view for ZCP2-3 

• Added ZCP2-3.1 protocol and renamed ZCP2-3 to ZCP2-3.2 in System/GlobText 

• Enable ZCP2-3 for panels > 3.11 

• Enable Control Node for panels > 3.11 

• Enable Additional Comms Timeouts for Panels > 3.11 

• Change pictures for some devices. 

• Fix bug -> ZP720-3 should have the same sensitivity as 720-2 i.e "2: 58 c RR" not 

"Standard“ 

• Uncomment A70 and Beam Detector -> images 

• Group 9 Addr 179-183 change to both input and output 


