
N-MC-BS
MCP accessory, intelligent Manual Call Point breakable seal

Details

Provides tamper protection for manual call points, limiting unwanted

alarm activation

Provides a 3-stage, secure operation before manual call point activation

Easy to install without tools reducing installation time

Easily breakable without tools for low risk, ease of operation

Visually unobtrusive, protecting the aesthetics of the manual call point

General

The N-MC-BC is an anti-tamper, breakable seal for manual call points.

It allows the manual call point flip cover to be "locked" to the manual

call point, forcing a 3-stage operation and eliminating accidental or

tamper alarms. The seal can be easily removed without the need for

special tools.



N-MC-BS
MCP accessory, intelligent Manual Call Point breakable seal

Technical specifications

General
Compatibility ActivSense manual call points

Detection
Monitoring Unmonitored

Physical
Physical dimensions 170 mm x 0.25 mm (L x Ø)
Colour Transparent
Mounting type Accessory
Material (body) Plastic

Environmental
Vandal proof No
Environment Indoor, Outdoor

Regulatory
Compliancy CE, REACH, RoHS 2, WEEE

Compatible products
Category Reference Description
Detection
device

N-MC-FC MCP accessory, intelligent Manual Call
Point flip cover

Detection
device

N-MC-FCS06 MCP accessory, intelligent Manual Call
Point flip cover, Swedish

As a company of innovation, Carrier Fire & Security reserves the right to change product

specifications without notice. For the latest product specifications, visit za.firesecurityproducts.com

online or contact your sales representative.
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